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We have carried out 22/43-GHz single-dish test observations of the KVN Yonsei 

telescope, which was firstly equipped with 22/43GHz receivers among the KVN telescopes. 

We measured its pointing accuracy and aperture efficiencies. We also investigated how well 

22/43-GHz beams are aligned and performed phase stability tests. The pointing accuracy is 

< 5 arcsec RMS and the estimated efficiencies are 64%-68%. The 22/43-GHz beams are 

aligned within 5 arcsec.
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한일공동VLBI상 기(Korea-Japan Joint VLBI Correlator, KJJVC)는 당 최  1.4기가바이

트의 속도로 상  처리 자료를 출력하는 고속 계산기이다. 당 최  1.4기가바이트에 이르

는 상  처리 결과를 장 처리할 수 있는 용량 자료 장 장치를 구성하기 하여,  10GbE 

이블 4회선을 통하여 상 자료를 입력 받고, 동일한 장 공간에 한 크기의 일들로 

동시에 고속으로 장될 수 있도록 설계하 다. 2009년 1월 완성된 고속 용량 자료 장 시

스템 (Peta-scale Epoch Data Archive (PEDA) system)은, 재  KJJVC의 세계 최고속의 

 자료 송 능력(1.4Gigabytes/sec)과 119테라바이트의 실 장용량을 갖추고 있다.  PEDA 

시스템은 체 한일공동VLBI상 기의 한 부분이며, KVN, 한일공동 VLBI 네트워크에 요 장

비로 사용될 정이다. 이 시스템의 구성과 특징 등을 소개하고자 한다.


