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  Ultra thin tantalum nitride (TaNx) films with various thicknesses (10 nm to 40 nm) have been deposited by rf 
magnetron sputtering technique on glass substrates. The as deposited films were systematically characterized by several 
analytical techniques such as X-ray diffraction, X-ray photoelectron spectroscopy, field emission scanning electron micro-
scopy, atomic force microscopy, UV-Vis-NIR double beam spectrophotometer and four point probe method. From the XRD 
results, the as deposited films are in amorphous nature, irrespective of the film thicknesses. The films composition was 
changed greatly with increasing the film thickness. SEM micrographs exhibited the densely pack microstructure, and 
homogeneous surface covered by small size grains at lower thickness deposited films. The surface roughness of the films 
was linearly increases with increasing the films thickness, consequently the transmittance decreased. The absorption edge 
was shifted towards higher wavelength as the film thickness increases. 
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고체산화물 연료전지용 연결재의 소결 조재 첨가에 따른 

저온에서의 특성분석 
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  고체산화물 연료전지의 연결재의 필요한 물성으로는 공기극과 연료극을 차폐시켜줄 수 있는 고밀도와 구성 소재

간의 전기적으로 연결될 수 있는 전기전도도 산화극과 환원극에서 화학적 안정성과 타 구성 소재와의 열팽창 계수 

등이 중요한 특성으로 필요하게 된다. 이를 위해 LaCrO3계 연결재가 주로 사용되어 왔다. 그러나 LCO계 연결제는 

1,400oC이상의 높은 소결 온도와 이로 인한 Cr의 휘발로 인한 타 구성소재와의 반응 등으로 인해 저온소결의 필요성

이 재기되고 있는 소재 이다. 본 연구에서는 LCCCO계 구성 소제에 LaF3, 소결 소제를 첨가하여 저온에서 결정성 

및 소결거동, 전기적 특성을 평가하였다. 
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