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Abstract

Damage to temporary facilities and structural members caused by excessive loads in the field continue to occur. If 

the load can be monitored in advance, the risk can be prevented. In this study, a load cell sensor is installed under 

the system support, and load data is wirelessly transmitted through a Bluetooth AP(wireless). Risk prediction system is 

proposed through an construction alarm when an abnormal load occurs through real-time multi-point monitoring by 

sensor location.
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1. 서 론

현장에서 과도한 하중에 의한 가시설 및 구조 부재의 손상 및 파손은 지속적으로 발생하고 있다. 본 연구에서는 시스템 서포트 

하부에 로드셀 센서를 설치하고 블루투스 AP(무선공유기)를 통한 하중데이터를 무선으로 전송하고 센서 위치별 실시간 다지점 모니터링

을 통하여 이상하중 발생시 현장 알람을 통한 위험 예측시스템을 제안하였다. 

2. 실험개요

그림 1. 현장 실험 사진
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시스템 서포트 모니터링 프로세스는 다음과 같다. 첫째, 시스템 서포트 설치 도면 및 설치예정 위치 확인을 한다. 둘째, 하중 모니터링 

센서 설치 위치 위치 매핑 및 시스템 서포트 넘버링을 한다. 셋째, 시스템 서포트 설치 및 현장 내 블루투스 AP를 설치한다. 넷째, 

모니터링 비콘을 설치한다.(설치시 시스템 서포트 번호와 동기화 필요) 다섯째, 시스템 서포트 하중 현황 모니터링을 통하여 센서 

설치 이상을 감지한다. 여섯째, 이상 하중 감지시 현장 내 경보음을 울리게 한다. 일곱째, 현장 타설이 끝난 후 모니터링 비콘 및 

시스템 서포트를 철거한다. 그림 1은 현장 실험 현황을 나타낸다. 

3. 결 론

30개의 로드셀을 시스템 서포트 하부에 설치하고 타설시 하중을 계측하였다. 안전(녹색), 주위(노랑색), 위험(빨간색) 3단계로 나누어

서 예상 범위를 초과할 경우에는 색상이 변하고 알람이 울리도록 설정하였다. 모니터링을 통하여 실시간 최대 축하중 발생 위치를 

확인할 수 있었고 예상 하중을 초과할 경우에는 알람을 통하여 타설을 중지할 수 있었다. 향후 위험 예측시스템을 통하여 이상하중 

발생시 알람 기능 뿐만 아니라 전이보, 전이슬래브 하부에 발생하는 축하중을 분석하여 시스템 서포트 적용 층수와 최적 배치안 

검토에도 유용하게 적용할 수 있을 것으로 판단된다. 
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