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Abstract This article reviews the papers published in the Korean Journal of Air-Conditioning and Refrigeration Engineering
during 2012. It is intended to understand the status of current research in the areas of heating, cooling, ventilation, sanitation,
and indoor environments of buildings and plant facilities. The conclusions are as follows：
(1) The research works on thermal and fluid engineering have been reviewed as groups of fluid machinery, pipes and valves,
fuel cells and power plants, ground-coupled heat pumps, and general heat and mass transfer systems. Research issues are
mainly focused on new and renewable energy systems, such as fuel cells, ocean thermal energy conversion power plants,
and ground-coupled heat pump systems.
(2) Research works on the heat transfer area have been reviewed in the categories of heat transfer characteristics, pool boiling
and condensing heat transfer, and industrial heat exchangers. Researches on heat transfer characteristics included the results
for natural convection in a square enclosure with two hot circular cylinders, non-uniform grooved tube considering tube
expansion, single-tube annular baffle system, broadcasting LED light with ion wind generator, mechanical property and 
microstructure of SA213 P92 boiler pipe steel, and flat plate using multiple tripping wires. In the area of pool boiling and 
condensing heat transfer, researches on the design of a micro-channel heat exchanger for a heat pump, numerical simulation
of a heat pump evaporator considering the pressure drop in the distributor and capillary tubes, critical heat flux on a 
thermoexcel-E enhanced surface, and the performance of a fin-and-tube condenser with non-uniform air distribution and 
different tube types were actively carried out. In the area of industrial heat exchangers, researches on a plate heat exchanger
type dehumidifier, fin-tube heat exchanger, an electric circuit transient analogy model in a vertical closed loop ground heat 
exchanger, heat transfer characteristics of a double skin window for plant factory, a regenerative heat exchanger depending 
on its porous structure, and various types of plate heat exchangers were performed.
(3) In the field of refrigeration, various studies were executed to improve refrigeration system performance, and to evaluate
the applicability of alternative refrigerants and new components. Various topics were presented in the area of refrigeration
cycle. Research issues mainly focused on the enhancement of the system performance. In the alternative refrigerant area,
studies on CO2, R32/R152a mixture, and R1234yf were performed. Studies on the design and performance analysis of various
compressors and evaporator were executed.
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(4) In building mechanical system research fields, twenty-nine studies were conducted to achieve effective design of mechanical
systems, and also to maximize the energy efficiency of buildings. The topics of the studies included heating and cooling, 
HVAC system, ventilation, renewable energy systems, and lighting systems in buildings. New designs and performance tests
using numerical methods and experiments provide useful information and key data, which can improve the energy efficiency
of buildings. 
(5) In the fields of the architectural environment, studies for various purposes, such as indoor environment, building energy,
and renewable energy were performed. In particular, building energy-related researches and renewable energy systems have 
been mainly studied, reflecting interests in global climate change, and efforts to reduce building energy consumption by
government and architectural specialists. In addition, many researches have been conducted regarding indoor environments. 

Key words Air conditioning(공기조화), Refrigeration(냉동), Fluid flow(유체유동), Heat transfer(열전달), Building 
facility(건축설비), Built environment(건축환경), Fluid machinery(유체기계), Piping(배관), New and 
renewable energy(신재생에너지), Heat exchanger(열교환기), Heat pump(히트펌프), Fuel cell(연료전지), 
Phase change(상변화), Alternative refrigerants(대체냉매), Cooling and heating(냉난방), Ventilation 
(환기), Indoor air quality(실내공기질), Thermal comfort(온열쾌적성), Load analysis(부하계산)
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1. 서  론 

본 논문은 2012년도 한 해 동안 설비공학 국문논문

집에 발표된 논문을 분석하여 설비공학 분야의 최근 

연구동향을 파악하기 위한 것이다. 주제에 따라 열유

체분야, 열전달 및 열교환기분야, 냉동분야, 건축기계 

설비분야, 건축환경 및 에너지분야로 분류하고, 각 분

야를 다시 세분류로 나누어 고찰하였다. 논문집에 게

재된 113편의 논문에 대한 평가와 리뷰를 통하여 설비

분야의 전반적인 연구 동향을 파악함으로써 앞으로의 

연구 방향을 설정하는데 유익한 정보가 될 것으로 기

대한다.

2. 열유체

2.1 개관

열유체 분야에서는 각종 유체기계, 밸브 및 배관, 연
료전지를 포함한 발전 시스템, 지열을 이용한 열펌프 

냉난방 시스템 및 기타 열전달 및 물질전달에 관련된 

연구가 수행되었다.

2.2 유체기계

Kim(2)
은 로터리 제습기의 근사해를 바탕으로 열과 

물질전달을 고려하여 제습기의 성능지표의 하나인 유

용도(Effectiveness) 모델을 새로 개발하고, 수치모델과 

약 10%이내의 오차를 가진 것으로 확인하였다. 개발

한 유용도 모델은 로터리 제습기의 기의 설계 및 성능 

시뮬레이션의 목적으로 사용할 수 있을 것이다.
Cho et al.(12)

은 선박 설계에 기존의 유압 구동 대신 

전동기 구동 카고 펌프의 적용 가능성에 대한 기술적, 
경제적인 검토 및 적용사례를 조사하였으며, 전동기 

구동 펌프 사용도 소음, 가격, 효율의 측면에서 상당히 

유리한 점이 많이 있음을 주장하였다.
Jang and Lee(95)

는 20 kW급 가정용 연료전지 시스템

의 보조기기용 캐소드 공기 불로어의 운전조건에 따른 

성능 및 내부 유동장 특성을 CFX 13을 사용하여 해석

하였으며, 유량, 블로어 내부속도, 회전수 등과 효율의 

관계에 대하여 고찰하였다.
Kim et al.(68)

은 발전소의 향상된 경제성 운전을 위해 

필요한 터빈 사이클의 보정성능 계산을 위하여, 서포

트 벡터 머신을 사용하여 주급수 유량 상태 판정 모델 

및 유량값의 추정 모델을 개발하고 검증하였다.
Kim et al.(103)

은 고온 고압의 증기에 의해 작동되는 

스팀 트랩 중에서, 온도가 조절되는 바이메탈 스팀트

랩의 바이메탈 밸브와 하우징의 구조 및 열 해석을 

SAMCEF Ver. 6.3을 이용하여 수행하였다.

2.3 배관 및 밸브

Ju et al.(4)
은 차량용 공기조화 덕트 내부 유동장을 

CFX 11.0을 이용하여 해석하였으며, 이를 통해 덕트 

성능에 영향을 미치는 와류, 턱트 굴곡, 압력 손실 등

의 요인을 분석하여 덕트 형상을 개선하였으며, 실험

을 통해 개선된 덕트가 자동차 실내 냉방 성능에 미치
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는 영향을 평가하였다.
Lee et al.(6)

은 쓰레기 관로 이송 시스템에 놓여진 쓰

레기 봉투를 모형화하여 봉투의 크기, 혼합비(Mixing 
ratio), 레이놀즈수의 변화에 따른 관마찰계수, 항력계

수, 그로 인한 압력강하량을 계산하였으며, 그 값들을 

기준으로 운전에 필요한 송풍기 동력을 구하였다.
Han and Park(19)

은 지열발전 플랜트용 배관재로 쓰

이는 SUS316에 대하여 전기화학적 부식민감도를 평가

하여 부식속도를 측정하고, 부식피로강도를 평가하기 

위하여 부식피로시험을 통하여 피로수명을 측정하는 

등, 부식에 대한 환경 영향을 평가하였다.
Jung et al.(96)

은 바닥 복사난방 설비 시스템을 채택

한 대규모 아파트 단지에서 발코니 확장시 난방관의 

길이가 늘어남에 따라 유량이 부족할 때, 난방관 상부

에 공기층이 생성될 수 있으며, 이에 의하여 PE재질의 

배관에 경화현상이 발생하여 배관파열의 원인이 될 수 

있음을 입증하였다.

2.4 연료전지 및 발전 시스템

Han et al.(13)
은 공냉식 연료전지 스택모듈, 연료곰급

장치, 전력관리장치, 시스템 제어장치 등으로 구성된, 
200W급 휴대용 고분자 전해질막 연료전지(PEMFC) 시
스템을 개발하였으며, 시스템 성능평가를 통하여 산정

된 시스템의 정격출력, 전압, 시스템 효율 등의 주요제

원을 구하였다.
Kang et al.(75)

은 해양온도차 발전(OTEC) 시스템의 

실효성을 높이고, 발전효율을 극대화하기 위하여 울진 

원자력발전소로부터 실제 배출되는 온배수량과, 월별 

온배수 데이터를 이용하여 OTEC 시스템에 적용할 수 

있는 각 사이클 및 작동유체의 시스템 효율과 출력에 

대하여 비교분석 하여, 약 181MW의 발전량을 얻을 수 

있다고 하였다.

2.5 지열 열펌프 냉난방 시스템

Sohn and Choi(21)
는 건물의 지열 열펌프 냉난방 시스

템을 구성함에 있어서, 초기 투자비가 상대적으로 큰 

수직 밀폐형 지중열교환기의 단점을 극복하기 위한 방

법으로, 건물기초를 지중열교환기로 사용하는 에너지 

파일 적용 지중열교환기를 사용하였을 경우에 대하여 

TRNVDSTP 모델을 이용한 시뮬레이션을 통하여 히트

펌프 시스템의 성능분석을 수행하였다.
Choi(26)

는 골프장 클럽하우스에 설치된 에너지 슬래

브 적용 지열원 열펌프 시스템 성능특성에 대한 실증연

구를 수행하였다. 난방운전의 경우 외기온도가 감소하

는 10월 이후에는 시스템 성능이 저하되었으나, 외기온

도가 상승하는 1월 중순이후에는 성능이 향상되고, 냉

방운전의 경우는 6월초 부터 성능이 점차 감소하였으

나 8월 이후에는 성능이 점차 향상되었음을 보였다. 
또한, 에너지 슬래브의 설치위치가 시스템의 열교환 

성능에 영향을 미치는 것으로 분석되었다. Choi and 
Sohn(63)

는 Choi(26)
의 후속 연구로서 에너지 슬래브 지

열원 열펌프 시스템의 냉난방 성능을 1년에 걸친 데이

터 취득 후, 열교환 성능에 촛점을 맞추어 분석하였다. 
Sohn(31)

은 IGSHPA가 제안한 방법을 적용하여 설계한 

수평형 지중열 교환기를 사용한 지열 열펌프 시스템을 

대상으로 성능분석에 필요한 열펌프 입출구 온도, 순
환수 유량, 소비전력 등의 데이터를 측정한 후, 냉난방 

성능을 분석하였다.
Oh and Choi(38)

는, 하절기에는 열펌프에서 생성된 온

수를 대수층으로 주입시켜 지중축열체의 온도를 상승

시키고, 동절기에는 열펌프에서 생성된 냉수를 대수층

으로 주입시켜 축열체의 온도를 하강시켜 연간 지중 

열원의 안정성과 효율 증대가 가능한, 대수층 축열적

용 지열원 열펌프(ATES) 시스템을 설계 및 시공하여 

하절기와 동절기의 실증 성능 분석을 수행하였으며, 
냉방의 경우 에어컨에 비하여 운전비가 22.6% 절감되

었으며, 난방의 경우는 LNG 보일러와 비교하여 운전

비가 83.8% 절감됨을 보였다.

2.6 열전달 및 물질전달

Lee and Kim(52)
은 이산화탄소 포집을 위한 수직관형 

흡수기의 설계에 도움이 될 수 있는 이산화탄소-물 이

상유동에 대한 기초연구를 하였다.
Choi et al.(112)

은 자동차 도장 건조공정내의 유동 및 열

전달 특성을 분석하고, 공정의 생산성 향상을 위한 수

치해석을 수행하였으며, 최대 작동 조건에서 약 116%
의 속도 개선 효과를 얻을 수 있음을 보였다.

 
3. 열전달 및 열교환기

 
3.1 개관

 
열전달 및 열교환기 분야에서는 일반적인 열전달 

현상에 관한 연구를 비롯하여 열전달 촉진을 위한 비

등 및 응축에 관한 열전달 해석, 그리고 각종 산업용 

열교환기 효율 향상에 관한 연구가 수행되었다. 
 

3.2 열전달 일반

 
Park et al.(33)

은 두 개의 뜨거운 원형 실린더가 존재

하는 차가운 사각 밀폐계 내부의 자연대류 현상에 가

상 경계 기법을 도입하여 수치해석을 수행하였다.
핀관형 열교환기의 조립시에 전열관과 핀구멍을 고
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정시키기 위해서 실시하는 확관 가공에 대하여 전열관

과 핀과의 밀착성을 조사하고 산의 높이가 다른 새로

운 형태의 불균일 내면 가공관에 대한 수치해석이 Lee 
and Park(7)

에 의해 수행되었다. 
유선형 관의 직경비 변화에 따른 유체 유동 및 열전

달 특성에 대한 수치적 해석이 Park et al.(71)
에 의해 수

행되었으며 직경비에 대한 최적 조건을 보고하였다.
오리피스 배플과 원형핀으로 구성된 환형배플이 설

치된 쉘-튜브 열교환기의 막음비와 배플 수를 변화시

켜 열전달 및 압력강하에 미치는 영향에 대하여 Hong 
et al.(79)

은 수치적 해석을 수행하였다.
Park et al.(88)

은 LED 조명장치를 냉각시키기 위해 사

용될 수 있는 이온풍 발생기의 열전달 성능에 대한 실

험적 연구를 수행하였다. 속도 및 입구면적의 변화에 

따른 냉각성능을 측정하였다.
Kim et al.(100)

은 석탄화력발전소에 적용되는 보일러 

배관용 신 재료인 P92강의 제작 건전성을 확보하기 위

하여 상온 기계적 특정과 냉각속도에 따른 미세조직의 

변화를 관찰하였다. 이를 통해 ASME 코드에 규정된 

항복강도와 인장강도를 만족하는 기준을 제시하였다.
복수 트리핑 와이어가 설치된 평판에서 발달된 유동

과 발달하는 유동조건을 모사하여 와이어에 의한 경계

층 교란이 국소 및 평균열전달계수의 분포와 열전달 촉

진에 미치는 영향이 Yoo et al.(108)
에 의해 고찰되었다.

3.3 비등 및 응축

Seo et al.(34)
은 히트펌프용 마이크로채널 응축기에 

적용할 수 있는 최적설계 방법을 제시하였다. 열교환

기 최적설계에는 근사 최적화 기법을 적용하였으며 실

험계획법과 Kriging법을 사용해 근사모델을 생성하였

다. 또한 생성된 근사모델에 마이크로 유전알고리즘을 

적용하여 열교환기의 형상을 최적화 하였다.
분배기와 모세관을 고려한 히트펌프용 증발기에 대

한 성능 모사가 Park et al.(62)
은 의해 수행되었다. 분배

기와 모세관내 압력강하를 고려한 경우를 고려하지 않

은 경우와 비교하였을 때 4～6%의 열전달 성능 차이

가 있음을 보였다.
Lee et al.(87)

은 Thermoexcel-E 촉진 표면을 사용하여 

증기압이 상이한 5개의 냉매에 대해 임계 열유속 근방

까지 핵 비등 열전달 실험을 수행하였다. 결과에서 모

든 냉매의 임계 열유속이 평판에 비해 최대 100%까지 

증가함을 보고하였다.
응축기 전면의 2차원 공기 유속분포를 고려할 수 있

는 핀-관 응축기의 성능예측 모델이 Cho et al.(111)
에 의

해 제시되었다. 또한 공기 속도가 균일하게 분포하는 

경우와 관의 종류를 변경하는 경우 응축기의 성능에 

대한 시뮬레이션을 수행하고 그 결과를 분석하였다.

3.4 산업용 열교환기

판형 열교환기식 제습기에서 액체 제습제인 LiCl 수용

액의 열 및 물질전달 특성에 대한 실험적 연구가 Jeon 
et al.(3)

에 의해 수행되었다. 실험결과를 통하여 LiCl 수
용액의 Nusselt 수에 대한 상관식을 제시하였다.

Lee and Park(70)
은 핀관형 열교환기에서 전열관과 핀

의 접촉부가 열교환기의 성능에 미치는 영향도에 대해 

수치해석을 수행하였다. 또한 수치결과의 타당성을 검

토하기 위하여 열교환기 단일품에 대한 성능시험을 수

행하였다.
Kim et al.(40)

은 지중열 교환기 설계 및 해석의 기본이 되

는 지중열전달 과도해석 모델(ETAB)을 개발하고 DST 
모델과의 비교결과를 보고하였다.

So and Kim(46)
은 식물공장에서 사용되는 이중창호의 

열차단 성능에 영향을 미치는 인자들에 대한 수치해석

을 수행하였다. 열차단 성능을 향상시키기 위해 지중

매설관에서 공급되는 저온의 공기를 이용하고 저온공

기의 유량, 유출구 배치 등에 따른 열차단 성능의 변

화를 보고하였다.
스털링 엔진 재생기의 왕복 유동 조건에서 적층형 매

트릭스, 자유형 와이어, 조합형 매트릭스의 세 가지 구

조에 대하여 성능 실험이 Shin et al.(54)
에 의해 수행되

었다.
Oh et al.(81)

은 다양한 형상을 가지는 판형 열교환기

에서 질량 유량비에 따른 성능 특성을 알아보기 위하

여 쉐브론의 각도, 딤플의 지름, 배치를 변화시켜 수치

해석을 수행하였으며, 이를 통해 열교환기 효율이 최

적화 되는 조건을 제시하였다.
 

4. 냉동

4.1 개관

냉동분야 연구는 크게 냉동사이클, 냉매와 물성치, 
요소기기 및 기타 분야로 분류하여 연구동향을 분석하

였다. 냉동사이클 분야에서는 열펌프와 냉동기의 성능

에 관한 실험 및 해석적 연구가 수행되었다. 냉매와 물

성치 분야에서는 대체냉매의 시스템 적용과 냉매의 증

기압에 관한 연구가 진행되었다. 요소기기 및 기타 분

야에서는 압축기와 증발기의 성능과 열전냉동에 관한 

연구가 수행되었다. 

4.2 냉동사이클

Jeong et al.(1)
은 핫가스 바이패스 방식과 가변속 압

축기를 채용한 공작기계용 수냉각기에 대해 PI제어기

를 적용하여 성능 시험을 수행한 결과 온도 제어 성능
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은 두 시스템 모두 우수하였으나, 부분 부하 운전에 대

해서는 가변속 압축기를 채용한 수냉각기가 우수한 성

능을 나타낸다는 결과를 얻었다. Jeon et al.(69)
은 냉수

조 설계 변수의 변화에 따른 순간 냉각식 정수기에 대

한 시뮬레이션 프로그램을 개발하여 성능 분석을 수행

하였다. 냉수조의 형상을 직육면체에서 정육면체로 변

경 시와 냉수조의 부피 감소 및 증발기의 길이가 길어

질수록 소비전력이 감소한다는 결과를 얻었다. Won(85)

은 공기사이클 냉동 시스템의 성능에 관한 해석적 연

구를 수행하여 효율 향상방안을 제시하였다. Park(102)

은 냉동기와 열펌프 사이클에 대하여 열역학적 사이클

의 제 2법칙에 관한 효율의 정의에 관한 연구를 수행

하였다.
Ko et al.(49)

은 난방성능 향상을 위하여 과냉각기와 

플래쉬탱크를 적용한 인젝션 열펌프 시스템에 대한 실

험적 연구를 수행하여 플래쉬탱크를 적용한 시스템이 

과냉각기 적용 시스템보다 우수한 성능을 나타낸다는 

결과를 얻었다. Park et al.(74)
은 지역난방용 2단 압축 

열펌프 시스템에 대한 실험적 연구를 수행하여, 중간

압 제어에 의하여 성능을 향상시킬 수 있다는 결론을 

얻었다. 
Lee et al.(14)

은 하이브리드 지열원 열펌프의 지중 및 

보조루프의 2차 유체 유량 분배비 변화에 따른 실험적 

연구를 수행하였으며, 유량 분배비 최적화를 통하여 

최대부하 조건에서 하이브리드 지열원 열펌프 성능을 

향상시킬 수 있다는 결과를 얻었다. Cha et al.(77)
은 지

열원 열펌프의 운전모드 변환 방식에 대한 연구를 수

행하였으며, 수절환 방식 시스템이 열전달 성능 향상

으로 냉매 절환 방식에 비하여 우수한 성능을 나타냄

을 밝혔다. 
Hwang et al.(16)

은 제습증발 냉방 시스템에 압축식 

열펌프를 삽입한 하이브리드 제습냉방 시스템의 냉방

성능과 에너지 효율에 관한 시뮬레이션 연구를 수행하

였다. Lee et al.(91)
은 열펌프 건조기에 내․외부 증발기 

사용에 따른 승온에 관한 연구를 수행하였으며, 건조 

초기에 외부 증발기를 사용할 경우 내부 증발기의 승

온 시간 단축이 가능하다는 연구 결과를 얻었다. 

4.3 냉매

Kang and Cho(20)
는 이젝터를 적용한 CO2 냉동사이

클의 내부열교환기 길이 변화에 따른 해석적 연구를 

수행하였으며, 내부열교환기 길이 변화가 이젝터 내부

의 유인비와 승압비 및 COP에 큰 영향을 미친다는 결

과를 얻었다. Jung et al.(99)
은 가스인젝션을 적용한 CO2 

열펌프의 난방성능에 관한 시뮬레이션 모델을 개발 및 

검증하였다. 또한, 저온조건에서 인젝션 열펌프가 비

인젝션 열펌프에 비하여 질량유량과 토출압력 및 난방

용량이 증가한다는 결과를 얻었으며, 압축기 주파수가 

변화되어도 인젝션 열펌프의 성능이 우수하다는 결과

를 얻었다. 
Kang et al.(51)

은 수열원 열펌프 실험장치를 제작하여 

R32/R152a 혼합냉매의 조성비 변화에 따른 냉방 및 난방 
성능을 측정하였다. R32/R152a 냉매 적용 열펌프 시스

템은 기존의 R22 냉매 적용 시스템에 비하여 성능이 

우수하였으며, 냉매 충전량이 감소하였다. 하지만, R32/ 
R152a 냉매 적용 시스템의 압축기 토출온도는 R22 적
용 시스템에 비하여 높게 나타났다. Cho et al.(106)

은 기

존의 R134a 적용 차량용 에어컨 시스템에 R1234yf 냉
매를 적용한 Drop-in 시험을 수행하여 냉매 변화에 따

른 시스템 특성에 관한 연구를 수행하였다. R1234yf 
적용 시스템은 R134a 적용 시스템에 비하여 냉매 충전

량이 낮게 나타났으며, 시스템 용량과 성능계수도 낮

게 나타났다. 
Park(17)

은 두 개의 가변 변수가 있는 기존의 14개 증

기압 상관관계식을 43개 냉매에 적용하여 성능을 비교 

평가하였다. 이때, 냉매 증기압 데이터는 임계점부터 

삼중점 또는 최저온도까지 기-액 평형 전범위에서 데

이터를 취득하여 활용하였으며, 가장 우수한 상관식을 

도출하였다. 

4.4 요소기기 및 기타 냉동기

Moon et al.(11)
은 스윙압축기의 거동을 분석하고 동

일한 조건을 적용한 롤링 피스톤형 로터리 압축기와 

비교하였다. 스윙압축기의 구조 상 가스 누설이 줄어

들어서 토출유량이 로터리 압축기에 비해 증가하였으

며, 냉방 능력과 COP가 증가한다는 결과를 얻었다. Kim 
et al.(22)

은 대수나선에 기초하여 설계된 스크롤 랩을 

갖는 스크롤 압축기를 비교적 높은 압축비가 요구되는 

가정용 냉장고에 적용하였을 때의 성능을 기존 왕복동

식 압축기를 사용한 경우와 비교분석하였다. 연구결과

로부터 스크롤 랩을 갖는 고압식 스크롤 압축기가 왕

복동식 압축기에 비하여 소형화가 가능하고 냉동능력 

및 COP 상승이 가능하다는 결과를 얻었다. Jang et 
al.(50)

은 휴대용 냉동시스템에 적용하기 위하여 DC 전
원으로 작동되는 압축기를 설계 및 제작하여 압축성능

과 냉동성능을 분석하고 휴대용 냉동 시스템으로 적용

가능성을 평가하였다.
Shin and Cho(93)

는 저온영역에서 루버핀을 적용한 

마이크로채널 증발기의 서리성장에 관한 해석 모델을 

개발하였으며, 이산화탄소를 적용한 저온영역 증발기

의 서리성장에 따른 기초 성능 데이터를 제공하였다. 
Jeong(53)

은 열전냉동기의 열전요소에 대한 새로운 1
차원 해석모델을 제시하였고, 이 모델을 이용하여 성

능계수를 최대로 하는 최적전류와 열전요소의 최적 길
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이를 해석적으로 구하였다. 

5. 건축기계설비

5.1 개관 

건축기계설비 분야에 관련된 논문은, 냉난방, 공조

설비, 환기설비, 조명설비, 에너지자원화 설비 그리고 

기타설비로 분류할 수 있으며, 설계에서 성능평가에 이

르는 총 29개의 다양한 연구가 진행되었다. 
냉난방분야에서는 복사패널 난방 특성과 GRNN 제

어, 그리고 거주자의 인체반응에 대한 연구가 진행되

었으며, 공조설비 분야에서는 열교환기, 외기공조시스

템, 축열조 그리고 소형열병합발전 시스템 분석에 이

르기까지 현장 적용이 가능한 다양한 연구가 진행되었

다. 조명설비와 관련해서는 제어, 인지도 그리고 인지

효과에 관한 연구가, 에너지지원화 분야에서는 저온열

원에서의 ORC 성능해석, 지열 그리고 태양열 축열조

에 대한 연구가 진행되었다. 

5.2 냉난방

공동주택의 난방시스템과 관련하여 3편의 연구가 진

행되었으며, Kim and Lee(24)
는 난방성능분석 시뮬레이

터를 이용하여 히트파이프 이용 건식 온돌난방시스템

의 난방 특성을 기존 가교화 폴리에틸렌(PE-X)관을 이

용한 습식 난방시스템과 비교함으로써 히트파이프를 

이용한 난방 시스템의 현장 적용 효과를 분석하였다. 
Song and Ahn(107)

은 공동주택에서 널리 사용되고 있는 

바닥복사 난방시스템의 에너지 소비량 절감을 위하여 

신경망 네트워크 모델을 이용한 GRNN을 적용한 효과

적 제어방법을 제시 하였으며, GRNN 도입에 따른 실

내열환경 및 에너지 소비량을 분석하였다. 바닥복사 

난방에 있어 인체의 온열쾌적을 평가하기 위하여, 
Kim and Kim(109)

은 바닥표면에서의 열복사 조건과 인

체 접촉부의 표면온도가 온열쾌적에 치는 영향을 피험

자 설문 통하여 분석하였고, 그 결과를 이용하여 거주

자의 자세에 따른 발바닥과 둔부의 쾌적온도 범위를 

제안하였다.
이중외피와 관련해서, Moon et al.(80)

은 이중 외피 건

물의 실내 온도제어를 위하여 인공지능망을 적용한 이

중외피의 실내 및 외측 개구부의 개방과 난방시스템의 

작동을 제어하는 로직을 제안하였다. 

5.3 공조설비

공조설비 관련 연구는 14편의 연구가 있으며, 크게 

공조에너지 절약방안에 관한 연구, 외기도입 부하를 

줄이기 위한 열교환기에 관한 연구, 그리고, 각종 공조

기기의 성능평가에 관한 연구가 진행되었다. 
공조에너지 절약 방안에 관한 연구에서, Kang et 

al.(5)
은 실험을 통하여 제습풍량, 제습 및 재생측 공기 

온도 및 상대 습도, 그리고 로터의 회전속도 등의 운

전조건 변화에 따른 제습특성 변화를 분석하였고, 이
를 바탕으로 제습로터 설계 시 고려 사항을 제시하였

다. Kim et al.(39)
은 반도체 클린룸용 단순 에어와셔 외

기공조시스템, 배기 열회수식 에어와셔 외기공조 시스

템, 반환냉수 열회수식 에어와셔 외기공조 시스템을 

제안하고 실험장치를 통하여 공조프로세스 및 에너지

소비량을 측정하였다. 또한 Kim and Lee(45)
은 지역냉

난방을 도입한 중소형 사무용 건물에서 공조시설 개보

수 및 운전개선을 통한 연간 에너지 절약효과를 정량

적 분석하였으며, 실증결과 공조시설 및 운전 개선을 

통하여 약 30% 정도의 에너지 사용량을 절감할 수 있

는 것으로 나타났다. Song et al.(83)
은 대학교의 피크 전

력을 낮추면서 공조에너지를 절감하기 위한 열병합발

전 시스템을 제안하고 그 경제성 분석을 수행하였다. 
경제성 분석결과, EHP에 비하여 흡수식냉동기가 초기 

투자비 및 에너지 비용에서 불리한 것으로 나타났다. 
Hong and Park(105)

은 시뮬레이션 프로그램을 이용하여 

생물안정 3등급 시설에서의 실내 공기환경과 공조부

하 절감을 위한 방안을 분석하였으며, 공조에너지 사

용 절감을 위한 경제적 관점에서의 효율적 시설 운영

방향을 제시하였다. 
외기 도입에 따른 부하를 절감하기 위하여 열교환

기관련 연구에서, Lim et al.(30)
은 일반 종이용 스페이

서로 제작된 전열교환소자와 가공을 거쳐 라이너로 주

로 사용되는 특수 종이용 스페이서로 제작된 전열교환

소자를 실험을 통하여 비교 분석하여, 스페이서의 재

질변화가 전열교환기의 효율에 미치는 영향을 정량적

으로 제시하였다. Chung and Oh(32)
는 경량벽체에 매립

할 수 있는 폐열회수 환기장치를 제작하고 실험을 통

하여 성능을 분석하였다. 또한 Kim et al.(113)
은 에너지

를 대량으로 소비하는 공장 및 대규모 건물에서 사용

되는 로터형 대용량 폐열회수 열교환기를 개발하기 위

하여 열교환기 표면요철이 성능에 미치는 영향을 시뮬

레이션을 통하여 분석하였다.
각종 공조기기의 성능평가에 관한 연구에서, Ahn et 

al.(35)
은 다중 버너 수관식 보일러에 있어 전열모듈에 

대한 수치해석을 수행하였고. Kim and Min(37)
은 실험

을 통하여 산화스케일이 보일러 튜브의 열전도율과 수

명에 미치는 영향을 검토하였다. Nam and Bai(43)
는 열

펌프 온수기의 성능 및 가동 시간에 영향을 미칠 수 

있는 축열조의 특성을 시뮬레이션을 통하여 분석하였

다. Kang et al.(47)
은 LNG 플랜트 공정계통의 실패율이 

가용도에 미치는 영향을 분석할 수 있는 해석모델을 
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정립하고, 민감도 분석 및 평가를 통하여 적용 가능성

을 분석하였다. Kwon(89)
은 원형 덕트용 VAV댐퍼로 활

용되는 블레이드형 댐퍼, 벤튜리형 댐퍼 그리고 오리

피스-블레이드형 댐퍼의 성능을 시험하고 그 특성을 

비교, 평가하였다. Sung(104)
은 난방공간에 대한 수평토

출형 에어커튼이 바람의 영향을 받는 경우 일어나는 

성능변화를 수치해석을 통하여 분석하였다. 마지막으

로 Kang et al.(42)
은 기계설비의 단열을 위하여 무차원 

수인 복사분율을 제시하고, 이를 통하여 단열설계에 

대하여 정성적, 정량적 열전달 특성을 분석하였다. 또
한 분석결과를 바탕으로 단열설계에 있어 복사효과에 

대한 충분한 고려가 필요함을 제시하였다.

5.4 환기설비

환기설비 연구에서, Kwon et al.(18)
은 최근 건설이 활

발히 진행되고 있는 고층 공동주택에서 화장실과 주방

의 오염물질을 상부로 배출하기 위한 최상부 루프팬의 

성능을 향상시킬 수 있는 방법을 연구하였다. 연구에서

는 루프팬에 설치된 블레이드의 개수, 형상 및 회전수

가 국소배기성능에 미치는 영향을 비교, 분석하였다.

5.5 에너지자원화 설비

에너지자원화 설비 연구에서, Eom et al.(8)
은 개방형

과 순환형 저온열원을 이용한 대규모 유기랭킨사이클

(ORC) 시스템의 사이클 최적화 방법의 차이를 수치해

석을 통하여 비교, 분석하였다. 또한, Kwon and Hong(44)

은 중, 소형 태양열시스템의 성능향상을 위하여 디퓨

저 대신 축열조 상부에 와선형의 열교환 코일을 설치

하여 상부를 집중적으로 가열한 후, 측면 나선재킷을 

통해 측열조 내의 물에 고르게 열을 전달하는 구조의 

축열조를 제작하고, 실증실험을 통하여 성능을 분석하

였다. 분석결과 상부 및 측면 가열 방식의 집열효율이 

3% 증가하고 성층화가 촉진되는 것을 제시하였다. 마
지막으로 Lee et al.(101)

은 안전한 지열정의 시공 및 운

용을 위해서 공벽안정화 기술인 케이싱 설계에 영향을 

주는 인자들이 케이싱 강도에 미치는 영향을 분석하였

다. 또한 분석을 통하여 또한 케이싱의 고유강도 및 

하중을 고려한 안전계수를 설계하고, 이를 통해 보다 

쉽고 효율적인 케이싱 설계가 가능한 프로그램을 개발

하였다. 

5.6 조명설비

조명설비 연구에서 Yoon et al.(57)
은 조광제어 시스

템이 적용되는 소규모 건물에서 포토센서에 영향을 주

는 인자를 분석하고, 조도변화를 효율적으로 제어하기 

위한 지표를 도출하였다. Kim et al.(58)
은 조명조건의 변

화에 따른 시각적인 반응 및 공간만족도를 분석하기 

위하여 대학교내 휴게실 공간을 대상으로 현장실험 및 

설문조사를 실시하였다. 또한 Rim et al.(64)
은 현장실험 

및 설문조사를 통하여 실내 디자인 요인으로 중요하게 

작용하는 조명환경 변화에 따른 시각적인 감지, 심리

적 반응 및 공간 만족도가 공간 사용자의 공간 인지도 

변화에 영향을 주는 요인을 분석하였다. 

5.7 기타설비

앞서 냉난방, 공조설비, 환기설비, 에너지자원화 설

비, 그리고 조명설비 외에 공공도서관, 쓰레기 자동집

하시설과 수처리 필터에 관한 연구가 진행되었다. Jeon 
et al.(72)

은 공공도서관 아동열람실에 있어 열부하에 영

향을 미치는 공간과 가구의 특성에 대하여 조사하였

고, 설문조사를 통하여 만족도 요인을 분석하였다. Sung 
et al.(56)

은 쓰레기 자동집하시설에서 합류관이 연이어 

있는 경우와 곡관과 합류관이 이어서 구성되어 있을 

경우에 대하여 수치시뮬레이션을 수행하여 입자의 거

동을 분석하고 압력손실을 예측하여 막힘을 예방할 수 

있고 압력손실이 최소가 되는 최적설계 자료를 제시하

였다. 마지막으로 Jung et al.(59)
은 냉각탑과 열교환기의 

파울링 방지 및 공조설비 효율과 신뢰성 향상을 위하

여 수중에 존재하는 음으로 대전된 바이러스와 같은 

미세오염입자를 제거하기 위한 방안으로 필터 표면에 

양전하를 부가시키는 방안을 제안하고 실험을 통하여 

수중 미세입자의 포집 및 제거 특성을 분석하였다. 

6. 건축환경 및 에너지

6.1 개관 

정부의 에너지저감 정책들이 부각되면서 건축환경 

및 에너지 분야에서는 어느 때 보다 다양한 연구가 이

루어졌다. 구체적인 건축물 에너지 저감을 위한 방안이 
제시되기를 바라는 사회분위기에 따라 신재생에너지 

연구 분야에 비하여, 건물 내 최적의 설비시설 설계 

및 운영방안에 대한 연구들이 다수 수행되었다. 또한 

실내환경 분야에서는 온열환경, 빛환경, 센서를 활용

한 실내공기질 조절 등 실내환경에 대한 다양한 연구 

또한 지속적으로 이루어지고 있다. 이외에도 특수분야

에 최적화된 공조설비 연구 및 국내실정에 맞는 에너

지 시뮬레이션 수행을 위한 기초연구가 진행되었다. 

6.2 실내 환경(온열, 빛, 실내공기질)

실내환경 분야의 온열환경 연구에서는 탑상형 아파
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트 만곡부 저층 부분에서의 일조량과 통풍 성능이 검

토되었으며, 계절에 따른 탑상형 구조체의 축열성능이 

연구되었다. 또한 실내환경 개선의 노력으로 제안된 

아트리움과 아케이드 공간에서의 자연광 유입정도에 

따른 실내 온열환경에 대한 연구가 이루어졌다. 빛환

경 연구로서, 시뮬레이션 해석 프로그램을 활용하여 

이중 블라인드 광파이프 채광 시스템의 적용 가능성이 

평가되었다. 실내공기질 측면에서는 센서기반의 환기

장치를 고안하여 건축물내 환경개선과 에너지 절감에 

대한 방안이 고찰되었다. 
Chang et al.(9,25)

은 탑상형 아파트 만곡부 저층 부분

을 대상으로 비위생적인 환경을 개선하기 위해 일조량

과 통풍 성능에 대해 검토하였으며, 겨울철 난방시의 

탑상형 아파트 구조체의 축․방열 특성에 대한 현장측

정 결과에 대해 연구하였다.
Choi et al.(97)

는 고성능 단열 성능을 가진 창이 설치

된 아트리움과 아케이드 공간의 건물 형태별 자연광 유

입 정도에 따른 실내 온열환경에 대한 연구를 진행하

였다.
Kang et al.(66)

은 기존 채광 조명의 현안인 태양빛의 

고유 특성을 보존하고, 실제 건물 적용에 가능한 채광 

조명기술 도입을 목표로 광학 해석 프로그램인 Trace 
Pro를 이용하여 이중 블라인드 형식의 집광장치와 덕

트형식의 광 전송장치, 그리고 전송된 빛을 실내로 뿌

려주는 산광장치로 구성된 이중 블라인드 광파이프 채

광 시스템을 설계하여 적용 가능성을 평가하였다. 
Hong et al.(23)

은 센서 기반의 DCV(Demand controlled 
ventilation)를 환기장치에 적용하여 환경개선과 에너지

부담을 경감할 수 있는 방안을 찾고자 하였으며, 그 방

법으로 주택에 다양하게 적용되고 있는 IR 센서를 이용

한 전략에 대하여 시뮬레이션을 통해 적용성을 평가하

였다.
Song et al.(36)

은 전시공간에 적용된 인터렉티브 미디

어를 활용하여 조성된 인터렉션 디자인 체험조건에 따

른 관람자의 공간 만족도 및 인지도의 변화를 분석하

였다. 이를 위하여 서울시에 위치한 전시공간의 범주

에 속하는 홍보관에서 현장 실험 및 설문조사가 실시

되었다.
Choi et al.(48)

은 사용자 지향적인 실내디자인 전략수

립을 위한 기초자료를 구축하기 위하여, 실내공간에 적

용된 실내디자인 요소의 변화에 따른 공간 만족도 및 

선호도 변화에 대한 분석이 실시되었다. 이를 위하여 상

품매장의 한 분야에 속하는 대학가에 위치한 커피전문

점을 대상으로 현장 조사 및 설문조사가 실시되었다.

6.3 건물에너지

건물에너지 분야에서는 상업 및 교육시설 등 다양한 

건물을 대상으로 해당 건물에서 소비되는 에너지의 실

측 및 시뮬레이션을 통하여 최적의 시설 설비 및 사용

방법, 적용방안을 분석하였다. 또한 건물 내 최적 기계

설비의 설계 및 운영을 넘어서, 건축물에서 패시브적

인 개념으로 에너지 소비를 줄이기 위한 방안이 제시

되었다. 
Jeong et al.(84)

은 기존 에너지 개수 방법을 고찰하여 

건물 전반적인 에너지 성능을 향상시킬 수 있도록 프

로세스를 재정립하고, 건물에너지 성능에 영향을 미치

는 모든 요소를 검토하며, 사업화 측면에서 경제성과 

건물주의 요구에 부합되는 최적 개수안의 작성 방안에 

대하여 연구하였다.
Lim et al.(29)

은 구체 축열시스템의 방열 특성을 평가

하기 위해 유한차분법에 의한 동적 전열해석 프로그램

을 활용하여 기존 사례 건물의 구체 축열시스템을 대상

으로 운전조건에 따라 방열량을 산출하여 제어 및 운

영의 기초자료를 제시하였다.
Choi et al.(78)

은 경기도 수원시 내에 위치한 사무소 

공간을 대상으로 Energy Plus 소프트웨어를 이용하여 

현재 적용되어 있는 시스템 에어컨 방식인 Electric heat 
pump and Energy recovery ventilator과 수냉식 중앙공조

방식을 동일한 공간에 적용하여, 에너지 소비량과 연

간 운전비용을 비교함으로써 대상 건물에 에너지 성능

평가를 실시하였다.
Lee(94,98)

은 기존의 복잡한 시스템과는 차별화된 규

준화를 통하여, 냉난방장치의 운전자가 현장에서 손쉽

게 사용할 수 있도록 기상청에서 예보하는 환경조건과 

냉방부하의 상관관계를 정립하였다. 더불어 에너지 다

소비형의 건물의 여름철 냉방부하에 따른 축냉 시스템

의 운전효율 및 운전비용에 대한 연구를 수행하여 축

냉 시스템의 경제적인 운전제어를 위한 데이터를 도출

하였다.
Park et al.(10, 27)

은 대학 건물에 설치되어 운용 중에 

있는 냉난방 시스템의 조닝을 검토하여 적용된 조닝의 

적합성과 경제적 효과를 분석하였다. 또한 새롭게 리

모델링한 서울시 소재 대학교 도서관을 연구 대상으로 

선정하여 냉난방 시설현황을 조사하였다. 적용 가능한 

냉난방설비 간의 경제성 비교 분석을 통하여 최적의 

냉난방 시스템 방안을 제시하였다. 건축물의 리모델링

을 고려함에 있어 공간 활용 특성에 따라 냉난방 시스

템을 선택함으로써 초기 투자비를 줄이고 냉난방으로 

소모되는 건물 에너지를 절감할 수 있는 방안을 모색

하였다.
Im et al.(15)

은 전면형 이중외피를 대상으로 각 계절

별 내부 열환경을 예측할 수 있는 데이터를 제시하는 

것이다. 측정기간 동안의 데이터를 바탕으로 대표일을 

선정한 후, 내부 열환경 요소인 이중외피의 부위별 온

도 및 입․출구 개구부의 기류속도를 측정하여 분석을 
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실시하였다.
Choi and Cho.(55)

는 일반적으로 사용되는 알루미늄

과 하이새시 재질에 따른 기밀정도를 파악하고, 중소

규모 건축물을 대상으로 동일한 조건에서 창틀 재질에 

따른 침기 현상으로 인하여 발생하는 냉방과 난방부하

의 예측 및 이를 상쇄시키기 위한 방안으로 단열재 두

께 조절을 통하여 이에 대한 관계를 파악하고자하는데 

목적을 두고 있다.
Sung et al.(82)

은 무덕트 방식의 배열회수 환기시스템 

통합창호에 대한 열성능 평가를 하였다. 또한, 건물에

너지해석 시뮬레이션 프로그램인 TRNSYS를 통하여 

주거형 건물을 대상으로 배열회수 환기시스템 통합창

호의 연간 냉난방 부하 절감량을 분석하였다. 최종적

으로, 배열회수 환기시스템 통합 창호의 에너지절감 

효과를 에너지절감 비용으로 환산하여 경제성 평가를 

실시하였다.
Lee et al.(86, 90)

은 일본에서 개발된 다공 알루미늄 시

트에 의한 다층 공기층 구조로 구성된 BW 개념을 바

탕으로 국내 공동주택에 적용 가능한 패시브 환기외피

를 개발하는 것을 최종목표로 연구 하였다. 6종류의 

PVS를 대상으로 통기성능과 단열성능을 검토하기 위

해 시뮬레이션을 실시하였다. 개발된 열․공기 동시이

동 예측모델을 활용하여 한국의 기상조건을 고려하여 

환기설계 된 유효개구면적이 상이한 여섯 타입의 PVS 
코어부의 통기성능과 단열성능을 예측 평가하였다. 또
한, 겨울철 난방조건에서 부재를 통하여 공기의 유출

입이 있을 때 부재 내부 온도분포의 변화 및 열회수량 

변화를 검토하였다.

6.4 신재생에너지

신재생에너지 분야에서는 태양광 발전 시스템의 설

치 및 자연환경변수 등을 고려하여 그 성능을 시뮬레

이션 또는 실측을 통하여 검토하였다. 또한 태양열과 

지열이 통합된 하이브리드 히트펌프 시스템의 성능 및 

적용가능성을 평가하였다. 
Park and Seo(60)

는 TRNSYS 시뮬레이션을 이용하여 

지역별 고정형 PV 모듈과 각도 조절이 가능한 가변형 

PV 모듈의 변수별 일평균 일사량을 분석하고, 이에 따

라 각 PV 모듈 설치에 대한 최적안을 제시하였다.
Park and Kim(76)

은 기후 요소가 태양광 발전과 시스

템에 미치는 영향정도를 분석하는 연구를 진행 하였

다. 태양광 발전은 외기에 노출되어 태양의 일사를 획

득하여 발전하는 것으로 일기의 변화에 따라 발전량에

도 차이가 있을 수 있다. 이에 따라 동절기 기후 변화

에 따른 BIPV의 발전량 변화 정도를 조사 및 분석하

여 기후 요소와의 상관관계를 확인하였다.
Nam(65)

은 공기열원 및 태양열, 지열을 동시에 이용

하는 히트펌프 시스템을 위해 시스템성능 해석모델을 

구축하고 케이스 스터디를 통해 최적설계 및 운전수법

을 검토하였다. 에너지 시뮬레이션 툴을 이용한 해석모

델의 구축 및 태양열과 지열을 이용하여 건물의 냉난

방을 담당하는 히트펌프 시스템의 성능을 연구하였다. 

6.5 기타

앞서 본 논문에서 살펴본 실내환경, 건물에너지, 신
재생에너지 분야 이외에 특수분야에서 사용되는 공조

시스템을 연구하거나 국내 실정에 맞는 에너지시뮬레

이션을 수행하기 위한 베이스 프로그래밍 연구들이 진

행되었다. 
Cho and Shin(28)

은 데이터센터의 합리적인 공조시스

템 계획을 위한 IT 장비의 발열량을 현실적으로 예측

하고 제시하였다. 기본적으로 ASHRAE의 최대발열량

을 기준으로 서버의 종류와 비율에 따른 조합을 조사

하고 이를 기반으로 현실적인 발열밀도를 도출하고 제

시하였다.
Park et al.(73)

은 실험동물 사육실의 급기구 및 배기

구, 실내의 케이지렉 등의 배치에 따른 기류 및 온도

분포의 유동특성 해석 및 급기구 및 배기구, 케이지 

등의 배치계획, 급기온도 및 급기풍속의 인자들에 대

한 최적설계방안을 제안하기 위해 CFD를 이용하여 연

구를 수행하였다.
Chung et al.(61)

은 국내에서는 건축자재를 이용한 오

존제거 및 2차 오염물 생성에 대한 연구가 미비한 실

정을 지적하고, 건축자재로 인한 오존제거와 각종 유

해물질 생성에 관한 국외연구를 고찰하였다.
Seo(110)

은 각종 건축자재의 함수율을 측정하여 건축

자재가 함유하는 수분량이 건축자재에서 발생하는 곰

팡이의 성장속도에 미치는 영향을 검토하였다.
Ki et al.(41)

은 TRNSYS 시뮬레이션 툴을 기본으로 하

여 멀티시스템 에어컨의 특성을 모사할 수 있는 시뮬

레이션 모듈구성 방법론을 작성하였다. 멀티 시스템 에

어컨 특성의 구현은 TESS 컴포넌트 모델을 사용하여 

구현하였는데, TRNSYS와 TESS 프로그램을 사용하여 

시스템 에어컨의 에너지 성능을 모사하기 위해 요구되

는 시스템 컴포넌트/제어모듈 등을 작성하고, 실험실 

조건에 실측한 결과와 시뮬레이션 결과와의 비교를 통

해 시스템 에어컨 모듈의 타당성을 검증하였다.
Jang et al.(92)

은 모델링 방법에 따른 특징을 비교하

기 위해 바닥공조 시스템을 해석할 수 있는 다양한 모

델링 방법을 분석․고찰하여 모델링 방법을 선정하고, 
다양한 실내 부하 조건에서 각 모델링 방법에 따른 실

내 온열 환경과 에너지 성능을 비교해 보다 합리적인 

바닥공조 시스템의 모델링 방법을 제시하였다. 
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7. 결  론

2012년 설비공학 논문집에 발표된 논문을 열유체, 
열전달, 냉동, 건축설비, 건축환경 등 5개 분야로 분류

하여 분석하였으며, 분석 결과를 요약하면 다음과 같

다. 
(1) 열유체 분야에서는 주로 냉난방 관련되어 배관, 

밸브, 유체기계 등의 부품과 관련된 연구와 연료전지, 
발전소, 지열 냉난방과 관련된 시스템에 대한 연구가 

주로 수행되었다. 특히 연료전지, 해양온도차 발전, 지
열 열펌프 시스템과 같은 신재생에너지와 관련된 연구

가 많이 수행되었다.
(2) 열전달 일반분야에서는 두 개의 뜨거운 원형 실

린더가 존재하는 차가운 사각 밀폐계 내부의 자연대

류, 핀관형 열교환기의 조립시에 전열관과 핀구멍을 

고정시키기 위해서 실시하는 확관 가공에 대하여 전열

관과 핀과의 밀착성, 유선형 관의 직경비 변화에 따른 

유체 유동 및 열전달, 원형핀으로 구성된 환형배플이 

설치된 쉘-튜브 열교환기 특성, LED 조명장치 냉각, 
P92강의 제작 건전성, 복수 트리핑 와이어가 설치된 평

판에서의 평균열전달계수에 대한 연구가 진행되었다. 
비등 및 응축열전달 분야에서는 히트펌프용 마이크로

채널 응축기에 대한 최적설계 방법, 분배기와 모세관

을 고려한 히트펌프용 증발기에 대한 성능 모사, Ther-
moexcel-E 촉진 표면을 사용한 임계 열유속의 증가, 핀
-관 응축기의 성능예측 모델에 대한 연구가 수행되었

다. 산업용 열교환기 분야에서는 액체 제습제인 LiCl 
수용액의 열 및 물질전달 특성, 핀관형 열교환기에서 

전열관과 핀의 접촉부가 열교환기의 성능에 미치는 영

향도, 지중열전달 과도해석 모델(ETAB)을 개발, 이중

창호의 열차단 성능, 스털링 엔진 재생기의 매트릭스 

구조에 따른 성능, 판형 열교환기에서 질량 유량비에 

따른 성능 특성에 대한 연구가 진행되었다.
(3) 냉동사이클 분야에서는 수냉각기, 순간냉각식 

정수기 및 공기 냉동사이클 성능에 대한 연구가 진행

되었으며, 열펌프의 성능 향상과 지열원 열펌프 시스

템 및 하이브리드 냉동 시스템에 관한 연구가 수행되

었다. 냉매 분야에서는 이산화탄소, R32/R152a 혼합냉

매, R1234yf를 적용한 시스템의 성능 분석 및 최적화

에 관한 연구와 냉매 증기압 상관식 성능 평가에 관한 

연구가 수행되었다. 요소기기 및 기타 냉동기 분야에

서는 스윙압축기, 냉장고용 스크롤 압축기, DC 압축기 

적용 휴대용 냉동압축기에 관한 연구가 진행되었다. 
또한, 마이크로 채널 증발기의 서리성장에 관한 해석

적 연구와 열전냉동기용 열전요소의 최적화에 관한 연

구가 수행되었다. 
(4) 건축기계설비 분야에서는 건축물에서의 효과적

인 열소비 및 열효율의 극대화를 위한 냉난방, HVAC 

시스템, 신재생에너지, 그리고 조명 시스템 등의 주제

에 관한 다양한 연구가 이루어졌다. 수치해석적인 방

법과 실험을 통해 새로운 설계와 성능시험 방법들이 

제시되어 건물의 에너지 효율 향상에 기여할 수 있을 

것이다. 
(5) 건축환경 및 에너지 분야에서는 어느 때보다 정

부 및 건축전문가들이 현실적인 에너지 저감 방안에 

정책에 맞추어 저에너지 건축과 관련된 많은 연구가 

진행되었다. 실내 환경 분야에서는 온열환경, 빛환경 

및 실내 공기질의 연구가 이루어졌다. 탑상형 아프트

의 일조량 및 축열 성능, 아트리움과 아케이드 공간에

서의 자연광 유입정도에 따른 실내 온열환경, 이중 블

라인드 광파이프 채광 시스템을 활용한 빛환경 연구, 
센서기반 환기장치를 이용한 건축물 내 환경개선 연구

가 이루어졌다. 건물에너지 분야에서는 다양한 건물을 

대상으로 해당 건물에서 소비되는 에너지의 실측 및 

시뮬레이션 연구가 이루어졌고, 건축물에서 패시브 개

념으로 에너지 소비를 줄이기 위한 방안이 제시되었다. 
신재생에너지 분야에서는 태양광 발전 시스템과 태양

열과 지열이 통합된 히트펌프 시스템 성능을 에너지시

뮬레이션 또는 실측을 통하여 검토하였다. 실내환경, 
건물에너지, 신재생에너지 분야 이외에 특수분야에서 

사용되는 공조시스템을 연구하거나 국내 실정에 맞는 

에너지 시뮬레이션을 수행하기 위한 베이스 프로그래

밍 연구들이 진행되었다. 

참고문헌

1. Jeong, S.-K., Lee, D.-B., and Yoon, J.-I., 2012, Com-
parison of system performances of hot-gas bypass 
and compressor variable speed control of water cool-
ers for machine tools, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
1, pp. 1-8.

2. Kim, D.-S., 2012, Development of a simple analytical 
model for desiccant wheels-II. effectiveness correla-
tions, Korean Journal of Air-Conditioning and Refri-
geration Engineering, Vol. 24, No. 1, pp. 9-15.

3. Jeon, D.-S., Lee, H. S., Kim. S.-C., and Kim, Y.-L., 
2012, Heat and mass transfer characteristics of LiCl 
aqueous solution for a plate heat exchanger type de-
humidifier, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 1, pp. 16-22.

4. Ju, J.-W., Lee, K.-D., Heo, M.-W., Kim, K.-Y., Park, 
J.-K., Yun, J.-H., and Kim, H.-B., 2012, Aerodyna-
mic analysis of automotive hvac duct for enhance-
ment of cooling/heating performance, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 



한화택, 이대영, 김사량, 김현정, 최종민, 박준석, 김수민

356 ⓒ SAREK

Vol. 24, No. 1, pp. 23-28.
5. Kang, B. H., Lee, J. J., and Kim, S., 2012, An ex-

perimental study on the dehumidification characteris-
tics and the effectiveness for operating conditions of 
a desiccant rotor, Korean Journal of Air-Conditioning 
and Refrigeration Engineering, Vol. 24, No. 1, pp. 
29-36.

6. Lee, J.-G., Byun, J.-K., Choi, Y.-D., Choi, Y., and 
Hong, K.-C., 2012, Computational study of energy 
loss in a pipe of refuse collecting system, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 1, pp. 37-44.

7. Lee, S. and Park, B.-D., 2012, Effect of expansion 
ratio on contact heat transfer coefficient in fin-tube 
heat exchanger, Korean Journal of Air-Conditioning 
and Refrigeration Engineering, Vol. 24, No. 1, pp. 
45-50.

8. Eom, H. S., Yoon, C. S., Kim, Y. M., Shin, D. G., 
and Kim, C. G., 2012, Optimization study on the 
performance analysis of organic Rankine cycle for 
characteristics of low temperature heat sources, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 1, pp. 51-60.

9. Chang, H.-J. and Kim, H.-J., 2012, The improvement 
of the exterior air flow environment in the inner 
curved area of tower type apartment, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 1, pp. 61-69.

10. Park, K.-H. and Kim, S. M., 2012, The economic ef-
fects and operating characteristics of the outdoor unit 
in accordance with zoning plan of gas engine driven 
heat pump installed in the university building, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 1, pp. 70-76.

11. Moon, S. H., Noh, K. Y., Sa, B. D., Yang, J. S., 
Choi, G. H., and Kim, D. J., 2012, Numerical per-
formance analysis of the swing compressor, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 1, pp. 77-84.

12. Cho, D.-J., Kim, K.-B., and Park, M.-K., 2012, A 
study on the application and economical efficiency of 
electric driven cargo pumping system, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 1, pp. 85-90.

13. Han, H. S., Kim, Y. H., Cho, C., Kim, S. Y., and 
Hyun, J. M., 2012, Development of a 200 W port-
able PEM fuel cell system, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 

No. 2, pp. 91-101.
14. Lee, J., Park, H., Kim, W., and Kim, Y., 2012, 

Performance optimization of a hybrid ground source 
heat pump according to secondary flow distribution 
ratio between the ground and the supplemental loop, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 2, pp. 102-110.

15. Im, H.-J., Cho, S., Sung, U.-J., Lim, S.-H., and Haan, 
C.-H., 2012, Analysis for seasonal operation perform-
ance of multistory facade, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
2, pp. 111-120.

16. Hwang, W.-B., Kim, Y.-C., and Lee, D.-Y., 2012, A 
study on the performance evaluation of a hybrid des-
iccant cooling system, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
2, pp. 121-128.

17. Park, K. K., 2012, Performance assessment of re-
frigerant vapor-pressure equations with two adjustable 
parameters, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 2, pp. 129- 
135.

18. Kwon, Y.-I., Jeong, Y. W., and Ahn, J. H., 2012, 
Study on the performance improvement of roof fan 
used for local exhaust system installed in apartment, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 2, pp. 136-141.

19. Won, H. J. and Su, P. Y., 2012, Evaluation of corro-
sion characteristics of pipeline material(SUS316) for 
the geothermal power plant, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 2, pp. 142-146.

20. Kang, B. and Cho, H. H., 2012, Performance varia-
tion with length of internal heat exchanger in CO2 
cooling cycle using an ejector, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 2, pp. 147-154.

21. Sohn, B. and Choi, J. M., 2012, Performance pre-
diction of geothermal heat pump(GHP) system with 
energy piles using simulation approach, Korean Jour-
nal of Air-Conditioning and Refrigeration Enginee-
ring, Vol. 24, No. 2, pp. 155-163.

22. Kim, Y. C., Kim, W. Y., and Kim, H. J., 2012, A 
study on the applicability of a scroll type compressor 
to small capacity refrigerators, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 2, pp. 164-173.

23. Hong, S.-M. and Yoon, D.-W., 2012, An evaluation 



설비공학 분야의 최근 연구 동향

ⓒ SAREK 357

on IR sensor based demand controlled ventilation stra-
tegies for multi-zone in the apartment house, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 2, pp. 174-182.

24. Kim, Y.-K. and Lee, T.-W., 2012, A study on the 
heating characteristics of radiant floor panel using 
heat pipes with the double wick, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 2, pp. 183-189.

25. Chang, H.-J. and Cho, K.-J., 2012, A field measure-
ment study on heat storage/emission characteristics of 
tower type apartment structures in winter season, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 2, pp. 190-195.

26. Choi, J. M., 2012, Heating and cooling performance 
of a ground coupled heat pump system with energy- 
slab, Korean Journal of Air-Conditioning and Refri-
geration Engineering, Vol. 24, No. 2, pp. 196-204.

27. Park, K.-H., Cha, J., Kim, S., and Park, K.-W., 2012, 
Energy efficiency evaluation of heating and cooling 
systems as space program in renovated library, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 3, pp. 205-211.

28. Cho, J.-K. and Shin, S.-H., 2012, Power and heat 
load of IT equipment projections for new data cen-
ters HVAC system design, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 3, pp. 212-217.

29. Lim, J.-H., Song, J.-H., Koo, B.-K., Song, S.-Y., and 
Senog, Y.-B., 2012, Characteristic of thermal output 
of thermally activated building system during the 
heating operation according to FDM analysis, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 3, pp. 218-223.

30. Lim, T.-K., Jeon, B.-H., Kim, J.-W., Jung, S.-H., 
Lee, S.-K., and Ahn, Y.-C., 2012, A study on the 
performance of a heat recovery ventilator according 
to the properties of spacers, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 3, pp. 224-229.

31. Sohn, B., 2012, Performance analysis of ground-cou-
pled heat pump system with slinky-type horizontal 
ground heat exchanger, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
3, pp. 230-239.

32. Chung, M.-H. and Oh, B.-K., 2012, An experimental 
study on performance of paper heat exchangers for 
exhaust heat recovery ventilation system, Korean Jo-
urnal of Air-Conditioning and Refrigeration Engineer-

ing, Vol. 24, No. 3, pp. 240-246.
33. Park, S. H., Park, Y. G., Ha, M. Y., Yoon, H. S., 

and Son, S. M., 2012, A numerical study of natural 
convection in a square enclosure with two hot circu-
lar cylinders, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 3, pp. 247- 
255.

34. Seo, S.-W., Ye, H.-Y., and Lee, K.-S., 2012, Design 
of a micro-channel heat exchanger for heat pump us-
ing approximate optimization method, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 3, pp. 256-264.

35. Ahn, J., Kim, J. J., and Kang, S. B., 2012, Heat 
transfer characteristics of heat exchange module for a 
water tube type modular boiler, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 3, pp. 265-270.

36. Song, Y., Lee, J.-H., and Kim, S., 2012, Analyses on 
satisfaction and perception for space according to ex-
periencing interactive media in exhibition halls, Ko-
rean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 3, pp. 271-280.

37. Kim, B. S. and Min, T. K., 2012, A study on the 
oxide scale of the long term serviced 12%Cr boiler 
tube steel, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 3, pp. 281- 
288.

38. Oh, M. S. and Choi, J. M., 2012, Study on the per-
formance of an ATES geothermal heat pump system 
and economic analysis, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
4, pp. 289-296.

39. Kim, K.-C., Kim, H.-T., Song, G.-S., Yoo, K.-H., 
Son, S.-W., Shin, D.-K., and Park, D.-J., 2012, An 
experimental study on energy consumption of air 
washer outdoor air conditioning systems for semi-
conductor manufacturing clean rooms, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 4, pp. 297-305.

40. Kim, W., Park, H., and Kim, Y., 2012, Development 
of an electric circuit transient analogy model in a 
vertical closed loop ground heat exchanger, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 4, pp. 306-314.

41. Ki, H.-S., Hong, I.-P., Park, J.-W., Kang, K.-N., and 
Song, D., 2012, Development of the TRNSYS simu-
lation modules for system air-conditioner and its’ ve-
rification, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 4, pp. 315- 



한화택, 이대영, 김사량, 김현정, 최종민, 박준석, 김수민

358 ⓒ SAREK

322.
42. Kang, B. H., Pi, C. H., and Kim, S., 2012, Analysis 

on surface temperature control of an insulated verti-
cal wall under thermal radiation environment, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 4, pp. 323-329.

43. Nam, H.-K. and Bai, C.-H., 2012, A study on control 
method of thermal storage tank for varying thermal 
load in heat pump water heater, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 4, pp. 330-335.

44. Kwon, J.-W. and Hong, H., 2012, Enhancement of 
stratification for solar water storage tank with spiral 
jacket and coil(part 1：verification experiment), Ko-
rean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 4, pp. 336-342.

45. Kim, Y.-K. and Lee, T.-W., 2012, An analysis of the 
energy saving effect through the retrofit and the opti-
mal operation for HVAC systems, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 4, pp. 343-350.

46. So, J. H. and Kim, W. T., 2012, Performance analy-
sis of summertime heat transfer characteristics of the 
double skin window for plant factory, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 4, pp. 351-357.

47. Kang, K.-W., Yoon, M.-O., Lee, H.-C., and Hwang, 
I.-J., 2012, A study on the availability with failure 
rate of process for LNG plant, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 4, pp. 358-363.

48. Choi, Y., Lee, J.-H., and Kim, S., 2012, Influence of 
interior design elements on spatial satisfaction and 
preference for coffeeshop space, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 4, pp. 364-376.

49. Ko, S. B., Heo, J., Cho, I. Y., and Kim, Y., 2012, 
Heating performance characteristics of a heat pump 
with a variable speed injection scroll compressor, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 5, pp. 377-384.

50. Jang, J. Y., Kim, Y. J., and Nam, Y. W., 2012, De-
velopment of a compact refrigeration compressor and 
the study of basic performance for portable refrigera-
tor, Korean Journal of Air-Conditioning and Refrige-
ration Engineering, Vol. 24, No. 5, pp. 385-390.

51. Kang, D.-G., Kim, W.-J., Lee, Y., and Jung, D., 
2012, Performance of HFC32/HFC152a mixture for 
water-source heat pumps, Korean Journal of Air- 

Conditioning and Refrigeration Engineering, Vol. 24, 
No. 5, pp. 391-400.

52. Lee, K.-J. and Kim, D.-S., 2012, Mass transfer char-
acteristics of the carbon dioxide-water slug flow in 
vertical small-bore tubes, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
5, pp. 401-408.

53. Jeong, E. S., 2012, Optimization of thermoelectric el-
ements for thermoelectric coolers, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 5, pp. 409-414.

54. Shin, M. C., Ahn, J., and Kang, B. H., 2012, 
Performance characteristics of a regenerative heat ex-
changer depending on its porous structure, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 5, pp. 415-421.

55. Choi, J.-M., and Cho, S.-W., 2012, A study on rela-
tionship insulation thickness and infiltration load by 
window, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 5, pp. 422- 
427.

56. Sung, S.-K., Park, J.-G., and Suh, S.-H., 2012, A 
study on the optimal design of confluent pipe for 
waste collection piping system, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 5, pp. 428-432.

57. Yoon, Y., Baik, Y.-K., and Kim, S., 2012, Analyses 
on daylight variations for optimum controls of day-
light dimming systems in a small office, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 5, pp. 433-442.

58. Kim, J.-S., Lee, J.-H., and Kim, S., 2012, Variation 
of spatial cognition according to visual perception 
and psychological responses for lighting environ-
ments in rest space, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
5, pp. 443-453.

59. Jung, S.-H., Kim, J.-W., Kim, S.-H., Jeon, B.-H., 
Lee, S.-G., Lee, J.-K., and Ahn, Y.-C., 2012, A 
study on the positively charged filter for removing 
fine particles in water, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
5, pp. 454-460.

60. Park, S. and Seo, J., 2012, A study on the photo-
voltaic module layout considering the azimuth and 
inclination in region, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
6, pp. 461-466.

61. Chung, O. Y., Jeong, S.-G., Kim, J., and Kim, S., 



설비공학 분야의 최근 연구 동향

ⓒ SAREK 359

2012, Consideration of ozone removal and control in 
built environment by building materials, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 6, pp. 467-475.

62. Park, Y.-G., Ye, H.-Y., and Lee, K.-S., 2012, 
Numerical simulation of a heat pump evaporator con-
sidering the pressure drop in the distributor and ca-
pillary tubes, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 6, pp. 476- 
486.

63. Choi, J. M. and Sohn, B., 2012, Performance analy-
sis of energy-slab ground-coupled heat exchanger, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 6, pp. 487-496.

64. Rim, M., Lee, J.-H., and Kim, S., 2012, Cognitive 
effects on lighting environment for improvement of 
spatial satisfaction and psychological comfort, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 6, pp. 497-508.

65. Nam, Y., 2012, Study on the optimum design of a 
heat pump system using solar and ground heat, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 6, pp. 509-514.

66. Kang, E.-C., Lee, E.-J., and Yoo, S.-Y., 2012, 
Tracepro simulation design and evaluation for the 
double blind light pipe daylighting system, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 6, pp. 515-520.

67. Han, H., Lee, D.-Y., Kim, S. Y., Choi, J. M., Paik, 
Y.-K., and Kim, S., 2012, Recent progress in 
air-conditioning and refrigeration research：A review 
of papers published in the korean journal of air-con-
ditioning and refrigeration engineering in 2011, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 6, pp. 521-537.

68. Kim, S.-K., Yang, H.-J., Lee, K.-H., and Choi, K.- 
H., 2012, Verification model of the feedwater flow 
for the calculation of corrective performance of tur-
bine cycle, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 6, pp. 538- 
544.

69. Jeon, Y., Park, H., Lee, J., and Kim, Y., 2012, 
Analytical study on the performance characteristics of 
an instant cooling type water purifier with the design 
parameters of the cooling tank, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 7, pp. 545-552.

70. Lee, S. and Park, B.-D., 2012, Heat transfer charac-

teristics of the non-uniform grooved tube considering 
tube expansion, Korean Journal of Air-Conditioning 
and Refrigeration Engineering, Vol. 24, No. 7, pp. 
553-559.

71. Park, H. C., Choi, H. S., and Kim, S. J., 2012, 
Numerical study for heat transfer characteristics vary-
ing cross-sectional shape of a tube, Korean Journal 
of Air-Conditioning and Refrigeration Engineering, 
Vol. 24, No. 7, pp. 560-566.

72. Jeon, S., Lee, J.-H., and Kim, S., 2012, Analyses on 
spatial compositions and furniture characteristics of 
children’s reading rooms in public libraries, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 7, pp. 567-577.

73. Park, D., Chung, K., Kim, Y., and Kim, S., 2012, A 
study on the variation of airflow velocity and tem-
perature upon the design of bio clean room(BCR) for 
laboratory animal facilities by numerical simulation, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 7, pp. 578-584.

74. Park, C., Cha, D. A., and Kwon, O. K., 2012, Per-
formance evaluation of a two-stage compression heat 
pump system for district heating, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 7, pp. 585-590.

75. Kang, Y.-Y., Park, S.-S., and Kim, N.-J., 2012, A 
study on regenerative OTEC system using the con-
denser effluent of Uljin nuclear power plant, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 7, pp. 591-598.

76. Park, K.-H. and Kim, S., 2012, Comparative analysis 
of the change tendency between climatic elements 
and electricity generation of building integrated photo 
voltaic in winter, Korean Journal of Air-Conditioning 
and Refrigeration Engineering, Vol. 24, No. 8, pp. 
599-604.

77. Cha, D. A., Kwon, O. K., and Park, C. S., 2012, A 
study on cooling characteristics of ground source 
heat pump with variation of water switching and re-
frigerant switching methods, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 8, pp. 605-611.

78. Choi, J. D., Choi, D. S., and Yun, G. Y., 2012, A 
simulation appraisal of energy performance in office 
building by different types of air-conditioning, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 8, pp. 612-620.

79. Hong, J.-A., Jun, Y.-D., and Lee, K., 2012, A nu-



한화택, 이대영, 김사량, 김현정, 최종민, 박준석, 김수민

360 ⓒ SAREK

merical study on the heat transfer performance of 
single-tube annular baffle system, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 8, pp. 621-626.

80. Moon, J. W., Kim, S., and Kim, S., 2012, Applica-
tion of artificial neural network for optimum controls 
of windows and heating systems of double-skinned 
buildings, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 8, pp. 627- 
635.

81. Oh, J., An, S. K., and Cho, H., 2012, Theoretical 
study on the heat transfer performance in the various 
type plate heat exchanger, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 8, pp. 636-645.

82. Sung, U.-J., Cho, S., and Song, K.-D., 2012, An ana-
lysis on thermal performance and economic of heat 
recovery ventilation system integrated with window, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 8, pp. 646-656.

83. Song, J.-D., Ku, B.-C., Kang, Y.-H., Park, J.-K., Lee, 
J.-K., and Ahn, Y.-C., 2012, Economic investigation 
of small scale cogeneration system in a school dor-
mitory of busan region, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
9, pp. 657-662.

84. Jeong, H.-G., Park, J.-W., Lee, Y.-J., and Song, D., 
2012, Proposal of the energy retrofit in a small sized 
office building and its application, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 9, pp. 663-670.

85. Won, S. P., 2012, Performance analysis of an air-cy-
cle refrigeration system, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
9, pp. 671-678.

86. Lee, T.-C., Son, Y.-N., and Yoon, S.-H., 2012, A 
study on ventilation and heat transfer coefficient of 
passive ventilation skin, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
9, pp. 679-684.

87. Lee, Y., Kang, D.-G., Jang, C. H., and Jung, D., 
2012, Pool boiling heat transfer coefficients up to 
critical heat flux on thermoexcel-E enhanced surface, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 9, pp. 685-692.

88. Park, C.-W., Lee, S., and Kim, D., 2012, Analysis of 
cooling characteristics of broadcasting LED lightwith 
ion wind generator, Korean Journal of Air-Condition-

ing and Refrigeration Engineering, Vol. 24, No. 9, 
pp. 693-698.

89. Kwon, Y., 2012, Comparison of the performance of 
the VAV dampers for the circular duct, Korean Jour-
nal of Air-Conditioning and Refrigeration Enginee-
ring, Vol. 24, No. 9, pp. 699-704.

90. Lee, T.-C., Son, Y.-N., and Yoon, S.-H., 2012, A 
numerical study on sectional temperature distribution 
and heat recovery amount of passive ventilation skin, 
Korean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 10, pp. 705-710.

91. Lee, Y. L., Park, S. J., and Hwang, I. S., 2012, A 
study on performance improvement of a heat pump 
dryer with an extra evaporator outside, Korean Jour-
nal of Air-Conditioning and Refrigeration Enginee-
ring, Vol. 24, No. 10, pp. 711-717.

92. Jang, H.-I., Yoon, S.-H., Lee, H.-S., and Suh, S.-J., 
2012, Comparison on the energy performance of un-
derfloor air distribution system according to modeling 
method using energyplus, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 10, pp. 718-723.

93. Shin, E. and Cho, H., 2012, Analysis study of per-
formance of CO2 microchannel evaporator according 
to frost growth, Korean Journal of Air-Conditioning 
and Refrigeration Engineering, Vol. 24, No. 10, pp. 
724-732.

94. Lee, J.-M., 2012, The study of economical efficiency 
for the ice storage system of more energy con-
sumption building, Korean Journal of Air-Condition-
ing and Refrigeration Engineering, Vol. 24, No. 10, 
pp. 733-738.

95. Jang, C.-M. and Lee, J.-S., 2012, Characteristics of 
design parameters on the regenerative blower used 
for building fuel cell system, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 10, pp. 739-744

96. Jung, H., Shin, Y., Park, C., Jeong, H., and Chung, 
H., 2012, A case study on the plumbing pipe burst 
of floor radiant heating, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, No. 
10, pp. 745-750.

97. Choi, B., Jeon, H. S., Yoon, S., Kim, S., Lee, S.-J., 
and Kim, S., 2012, Effects of daylight and solar radi-
ation on indoor thermal environment according to 
space structures in multi-complex cultural center, Ko-
rean Journal of Air-Conditioning and Refrigeration 
Engineering, Vol. 24, No. 11, pp. 751-758.



설비공학 분야의 최근 연구 동향

ⓒ SAREK 361

98. Lee, J.-M., 2012, A study on correlation of outdoor 
environmental condition about cooling load, Korean 
Journal of Air-Conditioning and Refrigeration Engin-
eering, Vol. 24, No. 11, pp. 759-766.

99. Jung, J., Baek, C., Heo, J., and Kim, Y., 2012, 
Analytical study on the heating performance impro-
vement of a CO2 heat pump using vapor injection, 
Korean Journal of Air-Conditioning and Refrigera-
tion Engineering, Vol. 24, No. 11, pp. 767-776.

100. Kim, B. S., Son, T. H., and Min, T. K., 2012, A 
study on the mechanical property and microstructure 
of SA213 P92 boiler pipe steel, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 11, pp. 777-783.

101. Lee, E.-J., Jeon, Y. S., Kim, Y., and Jeon, J., 2012, 
An analytical study on casing design for stabiliza-
tion of geothermal well, Korean Journal of Air- 
Conditioning and Refrigeration Engineering, Vol. 24, 
No. 11, pp. 784-791.

102. Park, K. K., 2012, Basic study on the definition of 
the second law efficiencies of thermodynamic cycles, 
Korean Journal of Air-Conditioning and Refrigera-
tion Engineering, Vol. 24, No. 11, pp. 792-798.

103. Kim, D. H., Kim, D. H., and Ryu, G. J., 2012, 
Thermal structural analysis of steam trap bimetal 
valve, Korean Journal of Air-Conditioning and Re-
frigeration Engineering, Vol. 24, No. 11, pp. 799-805.

104. Sung, S.-K., 2012, Isolation performance of the sin-
gle-sided air curtain in air-conditioned space, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 11, pp. 806-812.

105. Hong, J. K. and Park, H. J., 2012, An analytical 
study on the prediction of indoor air quality and the 
reduction of air conditioning load in bio safety level 
3 laboratory, Korean Journal of Air-Conditioning and 
Refrigeration Engineering, Vol. 24, No. 11, pp. 813- 
822.

106. Cho, H., Lee, H., and Park, C., 2012, Performance 
characteristics of a drop-in system for a mobile air 

conditioner using refrigerant R1234yf, Korean Jour-
nal of Air-Conditioning and Refrigeration Engineer-
ing, Vol. 24, No. 12, pp. 823-829.

107. Song, J.-Y. and Ahn, B.-C., 2012, A study on GRNN 
control strategies for floor radiant heating system in 
residential apartments, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
12, pp. 830-836.

108. Yoo, S.-Y., Cho, W.-S., and Ahn, J.-K., 2012, A 
study on heat transfer enhancement from flat plate 
using multiple tripping wires, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 12, pp. 837-845.

109. Kim, D.-G. and Kim, S.-H., 2012, The study of hu-
man response for floor surface temperature and resi-
dent’s posture change, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
12, pp. 846-851.

110. Seo, J., 2012, Influence of moisture on mold growth 
in building materials, Korean Journal of Air-Condi-
tioning and Refrigeration Engineering, Vol. 24, No. 
12, pp. 852-857.

111. Cho, D. Y., Hahm, H. C., and Park, C. Y., 2012, 
Numerical study on the performance of a fin-and- 
tube condenser with non-uniform air distribution 
and different tube types, Korean Journal of Air-Con-
ditioning and Refrigeration Engineering, Vol. 24, 
No. 12, pp. 858-866.

112. Choi, J., Hur, N., Kim, D., and Kim, H.-S., 2012, 
A numerical study on the improvement of the per-
formance of a vehicle paint drying process, Korean 
Journal of Air-Conditioning and Refrigeration Engi-
neering, Vol. 24, No. 12, pp. 867-874.

113. Kim, D.-G., Ha, B.-Y., Kim, K.-O., Kum, J.-S., and 
Jeong, S.-K., 2012, Research on performance of 
large rotor-type heat recovery exchanger using CFD 
analysis on surface corrugation, Korean Journal of 
Air-Conditioning and Refrigeration Engineering, Vol. 
24, No. 12, pp. 875-880.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


